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LANDSCAPE REQUIREMENTS
CHAPTER 2: ZONING REGULATIONS
ARTICLE 4 - ZONING DISTRICTS
DIVISION 5 - CORRIDOR OVERLAY ZONING DISTRICT
SEC 2.4.5.1 CORRIDORS OVERLAY DISTRICT

(C) LOT AND SETBACK STANDARDS.
(1) THE MINIMUM FRONT YARD BUILDING SETBACK ADJACENT TO A SPECIFIED MAJOR THOROUGHFARE SHALL BE TWENTY-FIVE FEET

(25’).
· MINIMUM FRONT YARD SETBACK AREA = 4,222 SF

(G) LANDSCAPING STANDARDS.
(1) MINIMUM PERCENTAGE OF LANDSCAPING IN THE REQUIRED SETBACK AREA: A MINIMUM OF FIFTEEN PERCENT (15%) OF THE

REQUIRED SETBACK AREA SHALL CONSIST OF LANDSCAPED OPEN AREAS WITH A PERMEABLE SURFACE.
FRONT YARD SETBACK AREA = 4,222 SF x .15 = 633.3 SF LANDSCAPE REQUIRED. 2,299 SF SETBACK LANDSCAPE PROVIDED.

(2) MINIMUM PERCENTAGE OF LANDSCAPING GENERALLY: A MINIMUM OF FIFTEEN PERCENT (15%) OF THE GROSS LOT AREA SHALL
CONSIST OF LANDSCAPED OPEN AREAS.

· SITE AREA = 66,551 SF x .15 = 9,983 SF LANDSCAPE REQUIRED. 17,069 SF SITE LANDSCAPE PROVIDED.
(3) TREE REQUIREMENTS: TREES ARE REQUIRED ALONG ALL SPECIFIED MAJOR THOROUGHFARES AS FOLLOWS, AND AT LEAST FIFTY

PERCENT (50%) OF THE REQUIRED TREES SHALL BE LOCATED ALONG THE FRONTAGE OF THE LOT ADJACENT TO THE SPECIFIED
ROADWAYS:

· STREET TREE CALIPERS REQUIRED = 22" x .5 = 11" CALIPERS REQUIRED ALONG STREET FRONTAGE. 18" CALIPERS PROVIDED ALONG
STREET FRONTAGE. (LABELED ST (STREET TREE) ON PLANS)

(A) LARGE SHADE TREES WITH A MINIMUM TWO-INCH (2”) CALIPER MEASURED AT TWELVE INCHES (12") ABOVE THE ROOT BALL
SHALL BE PROVIDED, WITH THE TOTAL CALIPER INCHES EQUAL TO AT LEAST ONE INCH (1") FOR EACH TEN FEET (10') OF
FRONTAGE.

· BROADWAY RD FRONTAGE = (168 LF TOTAL - 35 LF DRIVE APPROACH = 133 LF). 133 LF / 10 = 13.3" SHADE TREE CALIPERS
REQUIRED. 15" SHADE TREE CALIPERS PROVIDED.

(B) ORNAMENTAL TREES WITH A MINIMUM TWO-INCH (2") CALIPER MEASURED AT TWELVE INCHES (12") ABOVE THE ROOT BALL
SHALL BE PROVIDED, WITH THE TOTAL CALIPER INCHES EQUAL TO ONE INCH (1") FOR EACH FIFTEEN FEET (15') OF FRONTAGE.

· BROADWAY RD FRONTAGE = (168 LF TOTAL - 35 LF DRIVE APPROACH = 133 LF). 133 LF / 15 = 8.7" ORNAMENTAL TREE CALIPERS
REQUIRED. 14" ORNAMENTAL TREE CALIPERS PROVIDED.

(C) A MINIMUM OF SIXTY PERCENT (60%) OF REQUIRED STREET TREES SHALL BE EVERGREEN WITH YEAR-ROUND FOLIAGE.
· CALIPER STREET TREES REQUIRED = 22" x .6 = 13.2" EVERGREEN CALIPERS REQUIRED. 14" EVERGREEN STREET TREE CALIPERS

PROVIDED.
(4) REQUIRED INTERIOR SITE LANDSCAPING

(B) NO PARKING SPACE DESIGNED AND INTENDED FOR THE PARKING OF PASSENGER VEHICLES DRIVEN BY CUSTOMERS,
PATRONS, OR EMPLOYEES SHALL BE GREATER THAN FIFTY FEET (50') FROM A TREE. EACH ISLAND SHALL CONTAIN AT LEAST
ONE (1) TREE.

· NO PARKING SPACE FURTHER THAN 50 LF FROM A TREE.
(J) BUFFERING STANDARDS.

(1) SITE ELEMENTS REQUIRED TO BE BUFFERED
(A) PARKING AREAS - OUTDOOR PARKING AREAS THAT ARE VISIBLE FROM ANY STREET RIGHT-OF-WAY.

(2) BUFFERING ELEMENTS REQUIRED
(C) SHRUBBERY HAVING YEAR-ROUND FOLIAGE. SHRUBS SHALL BE MAINTAINED AT A HEIGHT OF NOT MORE THAN THIRTY-SIX

INCHES (36”) NOR LESS THAN TWENTY-FOUR INCHES (24”) AS MEASURED FROM THE SURROUNDING SOIL LINE AND AT A
MINIMUM THIRTY-SIX INCH (36”) SPACING.

· EVERGREEN HEDGE PROVIDED TO SCREEN PARKING AREAS FROM STREET R.O.W..

CHAPTER 4: SITE DEVELOPMENT.
ARTICLE 2 - DEVELOPMENT STANDARDS
DIVISION 2 - LANDSCAPING
SEC 4.2.2.4 REQUIRED LANDSCAPE AREA STANDARDS

(C) MINIMUM REQUIREMENTS.
TREES LISTED IN SECTION 4.2.3.9 (E) WITH A MINIMUM TWO INCH (2”) CALIPER MEASURED TWELVE INCHES (12”) FROM THE GROUND
SHALL BE PROVIDED ALONG STREET FRONTAGE(S) WITH THE TOTAL CALIPER INCHES EQUAL TO ONE INCH (1”) FOR EACH FIFTEEN
FEET (15’) OF FRONTAGE.

· BROADWAY RD FRONTAGE = (168 LF TOTAL - 35 LF DRIVE APPROACH = 133 LF). 133 LF / 15 = 8.7" TOTAL TREE CALIPERS REQUIRED.
18" STREET TREE CALIPERS PROVIDED ALONG STREET FRONTAGE.

(D) SCREENING OF PARKING AREAS.
(1) FRONT YARD PARKING AREAS AND SIDE YARD PARKING AREAS FRONTING ON A STREET RIGHT OF WAY SHALL BE SCREENED

FROM THE RIGHT-OF-WAY BY A CONTINUOUS HEDGE OR BERM.
· FRONT YARD CONTINUOUS HEDGE PROVIDED.

(2) THE SIDE YARD OF ANY LOT THAT CONTAINS A PARKING AREA ABUTTING A PROPERTY USED OR ZONED FOR A NONRESIDENTIAL
USE SHALL PROVIDE A SCREEN OF HEDGES, BERMS, OR FENCES SO AS TO PROVIDE A SCREEN FOR A MINIMUM OF THIRTY-FIVE
PERCENT (35%) OF THE LENGTH OF THE PARKING LOT. THE REQUIRED SIDE LOT SCREENING MAY BE GROUPED AND DISPERSED
RANDOMLY.

· PARKING AREA EAST LOT LINE = 159 LF x .35 = 56 LF SCREENING REQUIRED. 60 LF PARKING LOT SCREENING PROVIDED.
(4) THE MINIMUM NUMBER OF SHRUBS SHALL BE EQUAL TO THE TOTAL CALIPER INCHES OF STREET TREES REQUIRED UNDER THIS

DIVISION MULTIPLIED BY FIVE (5). SHRUBS AND BERMS SHALL BE MAINTAINED AT A HEIGHT OF NO MORE THAN THIRTY-SIX INCHES
(36”) NOR LESS THAN TWENTY-FOUR INCHES (24”) AS MEASURED FROM THE SURROUNDING SOIL LINE AND AT A MINIMUM
THIRTY-SIX INCH (36”) SPACING.

· STREET TREE CALIPERS REQUIRED = 8.7" x 5 = 28.5 SHRUBS REQUIRED. 50 SHRUBS PROVIDED SCREENING PARKING LOT.
(E) INTERIOR OF PARKING AREAS.

(1) IN ADDITION TO STREET TREES REQUIRED UNDER SUBSECTION (C) ABOVE, TREES IN CLASS I OR II OF THE GUIDELINES WITH A
MINIMUM TWO INCH (2”) CALIPER SHALL BE PROVIDED WITHIN OR ADJACENT TO THE PARKING AREA AT TREE ISLANDS THAT:
(A) ARE AT LEAST NINE FEET (9’) WIDE;
(B) EACH HAVE A SQUARE FOOTAGE AT LEAST EQUAL TO THE TOTAL AREA OF ONE PARKING SPACE;
(C) ARE LOCATED SO THAT NO PARKING SPACE IS FURTHER AWAY THAN ONE HUNDRED FEET (100’) FROM A TREE ISLAND.

(3) THE TOTAL CALIPER INCHES SHALL EQUAL ONE INCH (1”) FOR EACH FIVE (5) PARKING SPACES.
· PROPOSED PARKING SPACES = 21 / 5 = 4.2" TOTAL PARKING AREA TREE CALIPERS REQUIRED. 6" PARKING AREA TREE CALIPERS

PROVIDED. (LABELED PAT (PARKING AREA TREE) ON PLANS).

SEC. 4.2.4.1 SCREENING
(A)NONRESIDENTIAL AND MULTIPLE-FAMILY SCREENING REQUIRED (NEW CONSTRUCTION).

(1) REQUIREMENT CRITERIA. THIS SECTION SHALL APPLY TO THE FOLLOWING:
(A) ANY NONRESIDENTIAL USE THAT HAS A SIDE OR REAR CONTIGUOUS TO ANY RESIDENTIAL USE OR RESIDENTIAL ZONING

DISTRICT OTHER THAN MULTIPLE-FAMILY.
(2) THE FOLLOWING SHALL APPLY IN EITHER CASE OUTLINED ABOVE:

(A) THE NONRESIDENTIAL OR MULTIPLE-FAMILY USE SHALL PROVIDE ONE OF THE FOLLOWING:
(2) A VEGETATIVE SCREEN CONSISTING OF EVERGREEN SHRUBS, THAT ARE AT LEAST FOUR FEET (4’) TALL AT PLANTING AND

AT LEAST EIGHT FEET (8’) TALL FORMING A CONTINUOUS HEDGE WITHIN TWELVE (12) MONTHS.
· EVERGREEN SCREENING FOR RESIDENTIAL LOTS PROVIDED ALONG NORTH PROPERTY LINE.

SYMBOL QTY BOTANICAL NAME COMMON NAME CONT CAL

DECIDUOUS TREES

7 Ulmus parvifolia Lacebark Elm B & B 3"Cal

EVERGREEN TREES

8 Ilex vomitoria Yaupon Holly B & B 2"Cal

7 Juniperus virginiana Eastern Redcedar B & B 2"Cal

CODE QTY BOTANICAL NAME COMMON NAME CONT

SHRUBS
Ag 12 Abelia x grandiflora 'Sherwoodii' Sherwood Glossy Abelia 5 gal
In 23 Ilex vomitoria 'Nana' Dwarf Yaupon Holly 5 gal
Im 14 Lagerstroemia indica 'Monow' Petite Snow™ Crape Myrtle 5 gal
Lf 29 Leucophyllum frutescens Texas Sage 48" tall at planting
No 11 Nerium oleander Oleander 5 gal

ORNAMENTAL GRASSES
M 14 Miscanthus sinensis Fountain Grass 1 gal
P 18 Pennisetum setaceum 'Rubrum' Purple Fountain Grass 1 gal

PERENNIALS
U 7 Lantana urticoides Texas Lantana 1 gal
G 6 Salvia greggii Autumn Sage 1 gal

PLANT SCHEDULE

CODE DESCRIPTION QTY

1 LANDSCAPE
PLANTING AREAS - WOOD MULCH. SEE SPECIFICATIONS. 14,324 sf

SODDED LAWN DETENTION AREA. 12,727 sf

EDGING. 5.5" TALL BLACK STEEL. 3/16" THICKNESS. 117 lf

6' TALL TEMPORARY FENCING TO PROTECT THE CRITICAL ROOT ZONE. INSTAL PRIOR
TO ANY SITE ACTIVITY. FOLLOW TREE PROTECTION REQUIREMENTS AS OUTLINED IN
THE 'LANDSCAPE REQUIREMENTS' ON THIS SHEET.

85 lf

1-01

1-02

1-03

1-04

REFERENCE NOTES SCHEDULE

EXISTING TREES
SPECIES SIZE CONDITION TO REMAIN TO BE REMOVED REPLACEMENT REQUIRED
BRADFORD PEAR 24" GOOD YES
LIVE OAK 10" YES NO
TRI-ASH 47" YES YES
GREEN ASH 24" YES YES

SEC 4.2.3.7 TREE REPLACEMENT REQUIREMENTS
(B) TREE REPLACEMENTS REQUIRED.

(1) IF AN OWNER, HOMEBUILDER/DEVELOPER REMOVES A PROTECTED TREE FOR WHICH A PERMIT IS REQUIRED, THEN THEY SHALL
REPLACE THE PROTECTED TREE WITH AN EQUAL NUMBER OF INCHES IN REPLACEMENT TREE(S) AND APPROVED BY THE
ADMINISTRATIVE OFFICIAL.

(2) A SUFFICIENT NUMBER OF REPLACEMENT TREES SHALL BE PLANTED TO EQUAL OR EXCEED, MEASURED IN DBH, THE DIAMETER
OF EACH PROTECTED TREE REMOVED. EACH REPLACEMENT TREE SHALL BE AT LEAST TWO INCHES (2”) IN DIAMETER AT DBH
WHEN PLANTED.

(3) THE OWNER, BUILDER/DEVELOPER SHALL RECEIVE INCH-FOR-INCH CREDIT TOWARDS REQUIRED MITIGATION FOR ALL TREES
PLANTED THAT MEET THE MINIMUM STANDARD FOR REPLACEMENT TREES. INCH-FOR-INCH CREDIT SHALL ALSO BE PROVIDED
FOR ON SITE PRESERVATION OF PROTECTED SPECIES THAT ARE A MINIMUM OF 6-INCHES IN DBH.

SEC 4.2.8 TREE PROTECTION
(B) THE FOLLOWING PROCEDURES ARE DEEMED APPROPRIATE IN THE SITUATIONS NOTED;

(1) PROHIBITED ACTIVITIES: THE FOLLOWING ACTIVITIES SHALL BE PROHIBITED WITHIN THE CRITICAL ROOT ZONE OF ANY
PROTECTED TREE WHICH IS SUBJECT TO THE REQUIREMENTS OF THIS DIVISION.

(A) MATERIAL STORAGE
(B) EQUIPMENT CLEANING/LIQUID DISPOSAL
(C) TREE ATTACHMENTS
(D) VEHICULAR TRAFFIC
(E) TRESPASSING

(2) PRE-CONSTRUCTION ACTIVITIES: THE FOLLOWING PROCEDURES SHALL BE FOLLOWED PRIOR TO CONSTRUCTION.
(A) TREE FLAGGING
(B) PROTECTIVE FENCING
(C) TRUNK PROTECTION
(D) CONSTRUCTION PRUNING
(E) MULCH
(F) WATERING

(3) IMPROVEMENT WITHIN THE CRITICAL ROOT ZONE OF A PROTECTED TREE: DESIGN CONSTRAINTS DICTATE THAT TREES SLATED
FOR PRESERVATION HAVE SOME ENCROACHMENT ON THEIR CRITICAL ROOT ZONE. THE FOLLOWING IS THE MINIMUM DESIGN
CRITERIA WHICH IS ALLOWED WITHIN THE CRITICAL ROOT ZONE OF A PROTECTED TREE.

(A) GRADE CHANGE
(1) A MINIMUM OF SEVENTY-FIVE (75) PERCENT OF THE CRITICAL ROOT ZONE SHALL BE PRESERVED AT NATURAL GRADE

WITH NATURAL GROUND COVER OR LANDSCAPING FOR THE TREE TO BE CONSIDERED A PROTECTED TREE.
(2) NO CUT OR FILL GREATER THAN TWO (2) INCHES SHALL BE LOCATED CLOSER TO THE TREE TRUNK THAN ONE-HALF OF

THE RADIUS OF THE CRITICAL ROOT ZONE RADIUS DISTANCE.
(3) INCREASE GRADE: SOIL GRADE WITHIN THE CRITICAL ROOT ZONE OF TREES SHOULD NOT BE INCREASED MORE THAN

TWO (2) TO THREE (3) INCHES USING CLEAN BANK SAND.
(B) BORING OF UTILITIES
(C) TRENCHING
(D) PAVING - A MAXIMUM OF TWENTY-FIVE (25) PERCENT OF THE CRITICAL ROOT ZONE OF A PROTECTED TREE MAY BE

COVERED WITH IMPERVIOUS MATERIAL. THE PAVEMENT AND THE CUT AND FILL FOR THE PAVEMENT SHALL NOT EXCEED
ONE-HALF OF THE CRITICAL ROOT ZONE RADIUS DISTANCE.

· 21% OF CRITICAL ROOT ZONE OF EXISTING BRADFORD PEAR TO BE PAVED OVER WITH NEW SIDEWALK.

SEC 4.2.3.9 TREE PLANTING REGULATIONS
(D) REPLACEMENT TREE SIZE. MINIMUM CRITERIA FOR THE SIZE OF A REPLACEMENT TREE SHALL BE A DBH (MEASURED FOUR AND

ONE-HALF FEET (4.5') ABOVE THE GROUND) THAT IS A MINIMUM OF TWO INCHES (2”).
(E) REPLACEMENT TREE LIST.

IF AN EXISTING TREE OF THE PROTECTED TREE LIST IN EXCESS OF 12” DBH IS REMOVED, THUS REQUIRING MITIGATION, AND THE
DISPOSITION PLAN CALLS FOR REPLACEMENT, IT MUST BE REPLACED BY A TREE FROM THE PROTECTED TREE LIST.

· 10" LIVE OAK UNDER 12" REQUIRED DBH DOES NOT NEED TO BE REPLACED.
· 47" TRI-ASH + 24" GREEN ASH = 71" CALIPERS OF PROTECTED TREES TO BE REMOVED.
· 24" BRADFORD PEAR TO BE PRESERVED AND RECEIVE INCH-FOR-INCH CREDIT TOWARDS MITIGATION.
· 47" TRI-ASH + 24" GREEN ASH = 71" CALIPER REPLACEMENT REQUIRED.

· 7 LACEBARK ELMS @ 3" = 21", 8 YAUPON HOLLY @ 2" = 16" + 7 EASTERN RED CEDAR @ 2" = 14".
· 21" + 16" + 14" = 51" PROPOSED REPLACEMENT CALIPERS.
· 51" REPLACEMENT + EX BRADFORD PEAR @ 24" = 75" TOTAL REPLACEMENT CALIPERS PROVIDED.

DIVISION 3 - TREE MITIGATION
SEC 4.2.3.6 SUBMITTAL REQUIREMENTS

(A) THESE PROCEDURES SHALL INCLUDE THE FOLLOWING:
(1) TREE DISPOSITION PLAN/TREE SURVEY
(4) THE ITEMS REQUIRED ON A SUBMITTED EXHIBIT INCLUDE THE FOLLOWING

C. LOCATION OF ALL EXISTING PROTECTED TREES, GRAPHICALLY DIFFERENTIATING BETWEEN THE TREES TO REMAIN AND THOSE
TO BE REMOVED.

D. PROPOSED GENERAL AREAS OR LOCATIONS OF THE REPLACEMENT TREES.
E. A LIST OF ALL PROTECTED TREES, INCLUDING SPECIES, TRUNK DIAMETER AND CONDITION.
G. TREE INFORMATION REQUIRED SHALL BE SUMMARIZED IN LEGEND FORM ON THE PLAN AND SHALL INCLUDE:

1. PROTECTED TREES TO BE REMOVED.
2. TOTAL DIAMETER INCHES OF PROTECTED TREES WHICH ARE TO BE REMOVED.
3. REPLACEMENT TREES LISTED BY SPECIES NAME, QUANTITY, SIZE AND TOTAL DIAMETER REQUIRED FOR REPLACEMENT OF

TREES.
H. TREE PROTECTION NOTES AND DETAILS SHALL BE INCLUDED ON SITE PLANS, SUBDIVISION PLANS OR LANDSCAPE PLANS

AND ALWAYS INCLUDED WITH THE BID DOCUMENTS GIVEN TO THE CONTRACTOR.

L1
LANDSCAPE PLAN

ATTENTION: PRIOR TO PERFORMING ANY WORK ON THIS PLAN CONTRACTOR SHALL IDENTIFY THROUGH BLUESTAKES AND ON-SITE OBSERVATION ANY AND ALL UTILITIES AND HAZARDS OR CONDITIONS THAT MAY PREVENT WORK FROM
BEING PERFORMED ACCORDING TO THESE PLANS ABOVE OR BELOW GROUND. IF CONDITIONS ARE FOUND THAT MAY PREVENT WORK FROM BEING PERFORMED AS PER PLAN, CONTRACTOR SHALL CONTACT LANDSCAPE ARCHITECT PRIOR
TO PROCEEDING. ANY DAMAGE TO UTILITIES SHALL BE THE CONTRACTORS SOLE RESPONSIBILITY (I.E. ELECTRICAL, GAS, WATER,SEWER, ETC.). EVERY EFFORT HAS BEEN MADE TO ENSURE ACCURACY WITH THESE DRAWINGS. QUANTITIES (lf and
sf) LISTED ARE FOR REFERENCE ONLY. CONTRACTOR SHALL VERIFY ALL MEASUREMENTS AND QUANTITIES ON THESE PLANS. ARCHITECT SHALL NOT BE RESPONSIBLE FOR DISCREPANCIES BETWEEN QUANTITIES LISTED IN LEGENDS AND PLAN.
WHERE DISCREPANCIES EXIST BETWEEN SPECIFICATIONS, DETAILS, AND/OR DRAWINGS, CONTRACTOR SHALL CONTACT LANDSCAPE ARCHITECT PRIOR TO PROCEEDING.  CONTRACTOR SHALL INSPECT THE SITE TO VERIFY THAT DRAWINGS
ARE CONSISTENT WITH SURVEYED BASE INFORMATION. DURING CONSTRUCTION IF DISCREPANCIES ARE FOUND BETWEEN THESE PLANS AND THE SITE, CONTRACTOR SHALL CONTACT THE LANDSCAPE ARCHITECT PRIOR TO PROCEEDING.
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NOTE: OWNER REQUIRED TO PROVIDED TREE REMOVAL PERMIT.


